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MP-8241
Key features:

The MP-8241 GPON ONT is a next-generation fiber optic terminal that combines
high-speed internet access, powerful Wi-Fi 6 performance, and advanced voice and
data services in a single compact device. Designed to meet the growing demand for
bandwidth-intensive applications, it ensures seamless connectivity, reliability, and
future-ready functionality for both home and enterprise users.
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Technical Specifications

4=GE RJ45
1=POTS
2xL5B

2.4GHz: 574Mbps, 5.80GHz2: 2402Mbps

Interface Type: SC-UPC/SC-APC

Transmission distance: 20KM

POM GPON: upstream 1.25Gbps fdownstream 2.5Gbps

Transmitbing optical power: 0~4dBm
Optical receive sensitivity: - 7dBrm-~-28dBm

14 10/100/1000M aute-negatiation

Full/half duplex mode
Ethernet RI45 connector
Auto MO MO =X
100mdistance
1xR)11 connector
POTS Part Max tkm distance
Balanced Ring. 55V EMS
Operating temperature:® C-55" C
Operating hurridity:5% ~95% (nan-condensing)
Storage termperature: -10° C~70° C
Storage hurmidity:5%-95% non-condensing)

User Interface

Environment

Power Supply 12¥/1.5 _DE
power interfare size: 2, TmmdS.5mm
Power Consurmption L=
Management WEB/TELNET/TROGS/OMCI DAM
Buttons WPS, WLAN, RESET, Power OMN/OFF
LED Indicators Power, POM, LOS, LAN1-4, NET, WLAN, USB1- 2. VOIP
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