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X100R1

Front Panel — Indicator Lights

PWR PON Los LAN
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(1) Indicator lights' status and specifications
Front panel indicators: PWR PON LOS LAN

Indicator Status Description
on Device powered on
off Device not powered on or broke down
on ONU registered successfully
blink ONU registering
off ONU failed to register
blink Fiber not connected or optical power is under the receiver's sensitivity
off ONU receiving optical power normally
on Connected to Ethernet, no data transmission
blink LAN port transmitting data
off LAN port not connected
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Technical Specifications
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I

Standard
PON Features

Wawelength
Speed

Sensitivity
Emission Power
Distance

Connectar
Frotocols

Access Mode
Management
Algorithm
Encrypfion
Authentication
Others

o
Parameler Power Consumption
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1*GE LAN+PON+DC
IEEE BDZ2.3ah, YINT 1475-2006 ITU-TG.984/G.%68
1310nm/1490nm

|Ipstream rate up to 1.25 Ghit/s,
downstream rate up fo 1.25 Gbitfs

U psiream rate up to 1.244 Ghit/s,
downsiream rate up to 2.488 Ghit/s

=-27dBm =-28dBm
1dBm = F= 4dBm
20km

SC/UPC SC/UPC or SC/APC

IEEE 802.1D, Spanning Trea ITU-T5.084/.968
IEEE 80210, VLAN |EEE 802.1D, Spanning Tree

IGMP v1/v2fv3 IEEE 80210, VLAN

IEEE BO2.1w, RSTP IGMP v1/v2fv3
ITU-T Y1291 IEEE BDZ2.1w, RSTP
ITU-TY.1291

(Opfional: PPPOE, Bridoe, IPoE
0AM, TR-069(Fresfcs Geniedcs) OMCI, TR-069(Freefcs GenieAcs)
SP/WRR/SP+WRR
Triple Churning AES128
CHAF, PAP
Loopback
Input 110-240VAC; Output 12 DCAA
<12W
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